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AMENDMENTS TO THE CLAIMS 

Please amend the claims as follows. 

1 . (Currently Amended) A receiver for digital broadcasting capabl e of displaying configured to 
list a representation of a major channel provided by a evegy-broadcasting station for 
distributing programs and a- representations of a plurality of subchannel s comprising a 
selected subchannel in s e l e ction among the plurality of subchannels , each of the plurality of 
subchannels associated with a provid e d e v e ry p rogram for viewing that is broadcast 
distribut e d b y the broadcasting station according to the major channel, comprising: 

a_storage section configured to store for storing the major channel and the p lural ity of 
r e c e ivable subchannels broadca s t by th e broadca s ting station according to th e 
major chann e l , 

a_major channel output section for outputting configured to list the representation of the 
major channel stored by said storage section, 

^differentiation section for diff e r e ntiating between configured to differentiate the 
selected subchannel in s e l e ction and th e from the plurality of subchannels stored 
in the storage section other than the selected subchannel in s e l e ction , and 

a_subchannel output section for outputting configured to list a representation of the 
selected subchannel in s e l e ction diff e rentiated by said diff e rentiation s e ction and 
representations of the plurality of subchannels other than the selected subchannel 
in s e l e ction , 

wherein the representation of the major channe l the representation of the selected 
subchannel, and the representations of the plurality of plural r e c e ivabl e 
subchannels other than the selected subchannel are simultaneously displayed on 
an image receiving part A on which a user is simultaneously viewing a particular 
program curr e ntly that is broadcastf[ing11 on the selected subchanne l and ~m 
s e l e ction 

wherein the representation of the selected subchannel is formatted differently than the 
representations of the plurality of subchannels other than the selected subchannel . 
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2. (Currently Amended) The receiver for digital broadcasting of as d e fin e d in claim 1, wherein 
said differentiation section is constructed so that the representation of the selected 
subchannel in s e l e ction and the representations of the plurality of subchannels other than the 
selected subchannel in selection are set to different colors. 

3. (Currently Amended) The receiver for digital broadcasting of as d e fin e d in claim 1, wherein 
said differentiation section is constructed so that the representation of the selected 
subchannel in s e l e ction and the representations of the plurality of subchannels other than the 
selected subchannel in sel e ction are set to different fonts. 

4. (Currently Amended) The receiver for digital broadcasting of as in claim 1, wherein said 
differentiation section is constructed so that a font size of the representation of the selected 
subchannel in s e l e ction and a font size of the representations of the plurality of subchannels 
other than the selected subchannel in s e l e ction are changed. 

5. (Currently Amended) The receiver for digital broadcasting of as in claim 1, wherein said 
differentiation section is constructed so that the plurality of subchannels stored in said 
storage section are sorted according to a predetermined condition. 

6. (New) The receiver for digital broadcasting of claim 5, wherein the alphanumeric 
representation of the selected subchannel is displayed on a particular portion of the image 
receiving part and the alphanumeric representations of the other subchannels are displayed 
on a portion other than the particular portion. 
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